August 4, 1927 


Technical Association Section 


(Continued) 


PAPER TRADE JOURNAL 


59 


Index Technical Section, Vol. 84, Paper Trade Journal 


(January to June, 1927) 


Prepared by Clarence J. West, Chairman, Committee on Abstracts and Bibliography 


The pages in ihe following index refer to the continuous pag- 
ing of the Technical Section and have no relation to the paging 
of the individual numbers of the Paper TraDE JoURNAL 

References to abstracts are preceded by the letter A, those to 
patents by the letter P. Other entries refer to original articles 
appearing in the Technical Section: author entries for these ar- 
No author entries are given for the 


ticles are in capitals, 
stracted articles. 


To Facilitate Reference 


Noa. ——— 
No. eee 
No.  . 
No. a ae 


Ne. a 


In order to facilitate reference to the individual numbers of the 


Parer TRADE JOURNAL, the following table is given, showing the 


pages of the Technical Section appearing in each of the 26 num- 


bers for volume 84 (January-June, 1927) : 


A 


ABRAMS, ALLEN. Penescope—new pene- 
tration tester 
Testing freeness of pulp 
Abrasion, resistance to, testing of 
Abrasive paper : 
ADAMS, F. W. See Lewis, W. K. 
Aeroboard, Goodrich 
Air, effect in driers 
preheating . 
Air-dried paper, glue sizing for 
Alcohol from sulphite waste liquor 
Alfthan-Serlachius process ° 5 
Aluminium acetate, paper treating with 
Aluminium resinate, preparation 
sizing with 
Ammonia, basis for sulphite liquor 
Ammonium sulphite process 
ANDREWS, C. K. Mechanical pulp com- 
-mittee 
Groundwood screening refiners 
Animal size, detection in paper 
Anti-falsification paper 
ARSTAL, AKSEL. Norrona artificial pulp- 
stones 
Artificial wool 
Asbestine 
Ash, determining in paper 
Asphalt 
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BAIRD, PARKER K. Color measurement 
by Ives tint photometer 
See also Curran, C. E. 
BAKER, W. E. B. Committee on cellulose 
Sulphate waste liquor utilization problems 
Ball bearings, table rolls 
amboo, constituents of 
pulping 
Banana tree waste, papermaking material... 
Bast fibers, digesting 
BEARCE, GEORGE D. Production con- 
trol in news print industry 
Pumping groundwood eleven miles 
Committee on waste 
Mechanical handling in paper industry. 
Beater 
circulation 
construction 
drives 
efficiency, power and 
power requirements 
sizing, glue as 
study of 
Beating 
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Bending tester, Naumann-Schopper 
paNTCEN, Evaluation of sulphite 
pulp 
Stain for microscopic determination of 


fiber 
BERCSI, JOSEPH J. New method of test- 
ing paper 
Bibliography, _papermaking, 1926 
Paper sizing 
atents 247, 264, 
ureau of Standard’s publications 
BICKING. GEORGE W. See Hamill, 
G. K.; Shaw, M. B. 
Binder, sulphite waste liquor 
Birch, soda pulp from 


wood, specific gravity of 
yield per cord oo 
Black liquor, analysis, electrical conductivit 
calcium carbonate recovery Raedkes 
dry distillation : 
recovery 
resins from 
Bleach ratio, relation to consistency 
Bleach washer, drum filter as 
Bleaching @ 
consistency, effect o 
high concentration 
Blue print paper 
Board, asphalt filled 
bagasse 
corrugated 
paper sheets, manufacture from 
surface pick test 
Board machine, electrical drive for 
Boiler draught, regulation 
Boiler feed regulator 
Boiler room, contro] methods ............-- 
Book paper, glue sizing for 
Broke beater 
BRAY, MARK W., PETERSON, 
CLIFFORD E. Pulping flax straw with 
sodium sulphite .. mee 
Brine, purifying .... 
Brunn turbine 
BULL, A. W. See Dorr, J. 
BUNCE, W. T. Satin white 
BURGEN, JOSEPH H. Effect of moisture 
on paper 
Burner gases, cooler for P189 
heat recover from P179 
Bursting strength tester ........sccccsccces d A278 
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CABLE, D. E., McKEE, R. H., and SIM- 
MONS, R. H. Yield and quality of pulp 
from birches and maples 

Calcium carbonate recovery from black liquor 

Calender, temperature control 

Calender rolls 

crowning 
pressure, applying 

Caliper, Harvey-Lewellen 

CAMPBELL, JOHN. Pitch in pulp and pa- 
per mills 

Cane, pulping 

Carbon dioxide recorder 

Carbon paper 

Carbon sludge, analysis for soda 

CARSON, F. T. Measurement 

sizin 
and W 
tester for paper 
Casein, adhesiveness, test of 
determination 
test for 

Caustic cooking liquor, analysis 

Causticizing, continuous 

Cellophane 

Cellulose A 

alkali, esterification 

alkali, action of oxygen 
alkali-soluble 

alpha, determination of 
bamboo and cotton, comparison 
chlorine water, ex‘raction with 
copper number, determination 
esters 4 
hydrochloric acid, action of 
hydration 

low viscosity 

molecule, size of 
naphthenates 

oxidation 

palmitates 
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sulphuric acid, action of . 
wood, extraction from, by sulphuric acid A186 
Cementious product P177 
Centrifugal pump 
Chip length and yield of pulp 
relation to pulp quality 
Chlorides, pulping wood with 
Chlorine, available, determination of 
cellulose, extraction of, b 
flax straw, pulping of 
industry, economics of 
manufacture 
CLARK, G. L. 
to industry 
CLARK, J. D’A. Monosulphi‘e process... 
Paper stock treatment 
Pulp manufacturing costs 
Clay, coating 
Coal, powdered, burning of 
Coated paper 
glue in 
surface pick test 
Coating materials, glue bound 
Color, evaluation 
matching 
measurement 
Colorimeter, Eastman 
Combustion, powdered fuel 
Committee on cellulose, report .. 
Committee on waste, report 
Composite board 
Composite sheets 
Composition board, reinforced 
Compound paper 
Conduits, waterproof 
Consistency, beating, relation to 
Construction material 
LOMREGL SURINID ae 's.cik dadescceasasicccoth 
Copper number, determination ........ 326, 
Copying paper 
CORIN, M. F. COs recorders 
Corrosion theories 
wood grinder 
Corrugated board, waterproofing 
Corrugated paper 
reinforced 
Couch roll, transfer of web 
Crinkling machine 
Cuprous oxide, determination of 
CURRAN, C. E., and B 
Bleaching of wood pulp 
Currency paper from rags 
Cylinder machine 


Dandy roll 
construction 
Decker, drum filter as 166 
Deinking paper A178, P178, A188 
Digester, charging P189 
Mitscherlich, explosion of 
_ sulphite, corrosion of 
Digester relief liquors, recovery of 
Disinfectant from sulphite waste liquors.... 
Doctor 
DORR, J. V. N., and BULL, W. W. Limes 
used in causticizing 
Drier 


steam distributing device 
vacuum 
Drum filters 


paper structure and 
strength tests, effect on 
Yankee machine 

Durability, fiber composition and 
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EDGAR, H. T. American paper coating 
clays 
Educational classes 
Electric COz recorder 
Electrical drive 
Emulsions 
asphalt 
Esparto grass as papermaking material 
Evaporation, sulphite waste liquors 
Explosion process for wood pulp 


Fatty acids of pine oil 
Fehling solution 
Felts, care of 
cleaner 
impregnating 
rolls 
saturating 
washing 
Festoon drying, poles for 
Festooning machine 
Fiber, microscopic determination 
wire, deposition on 
Fiber board, manufacture 
a variable thickness 
ibrages 
Filler 
retcntion 
Filter, drum 
waste water 
Flax straw, chemical analysis 
chlorine, pulping with 
pulping 
sodium sulphite, pulping with 
FLETCHER, S. W. Drying paper 
Forest Research Institute, India 
Formaldehyde, glue bound coated paper, ef- 
fect’ on 
Fourdrinier machine .... 
power requirements 
FRALICK, LEVI A. 


ood 
FRANCIS, D. R. Universal hydraulic vari- 
able speed gear 
Freeness tester 
Fuel, sulphite waste liquor as 
Fungicide, sulphite waste liquor as 
Furnace walls, “fin tube” 
Furnaces, powdered coal 
water c 


GENBERG, G. Initial strength of pulp. 
Pumping bleached sulphite pulp 
Sulphite pulp committee 
a testing of pulp 
GEORGE J. Surface pick test for pa- 
per and Soa 
Glue, beater sizing with 
coated paper, use in 
jelling - agents 
paper, determination 
sizing with 
surface sizing with 
GRAY, H. LeB. See Staub, C. 
Greaseproofing, prmsetee in testing of.. 
— ARTHUR Technical man’s 


fi 
GREENWOOD, E. Pine waste. 
GRIFFIN, MARTIN L. Committee 
training jin industry 
Grinders, comparison of 
critical discussion 


power 

Grindstone, 
burr for 
sharpness and quality of pulp 

Groundwood mill report 


artificial 
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HAMILL, GEORGE K. Water resistance 
of mineral coated paper 
SHAW, B., and BICKING, G. W. 
Glue ‘as beater sizing 
Hand made paper, Indian 
oo Alkalies as basis for sulphite 


HARVEY, TOM. Harvey-Lewellen caliper 
control 
Heat economy 
Heat, light and power committee report. 
HELDER, H. A. Bleached sulphite vs. 
sulphate pulp 
Herzberg stain, improved 
History, Bavarian 
New England 
Hollow articles 
Hollow pulp bodies 
Humidity, relative 
Humidity recorder 
Hydration, papermaking, effect in 
paper stock 
Hydrocellulose esters 
palmitate 
Hydrochloric acid, 
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Illumination of paper mills 
India paper 

Indicators 

Insulating board, Masonite 
Insulating materials 

Iron, determination in paper 


J 


Jordan, lining, tightening 
power requirements 


K 


Kainit, wood pulping with 
K-B process 
Keebra process 
Ketone chlorides, solubilizing 
KNOWLES, C. L. Continuous recaustic- 
izing 
Koholyt Co. mills 
Kraft paper, manufacturing costs 
pine waste for 
KREISINGER, HENRY. 
dered coal 
KRIMMEL, M. A. Standard testing meth- 
ods committee report 


L 


Laboratories, paper testing 

LAYMON, HOWARD W. 
ing of pulp 

Leather substitute 

LEEPER, R. W. Heat, 
committee report 

LEWIS, W. K., McADAMS, W. H., 
oan, F. W. Drying of paper prod- 


LIBBY, Cc & 
paper 
Lignin, isolation of 
straw, determination in 
Lignone derivatives, manufacture of 
Lime, causticizing 
high calcium settling behavior 
LOFTON, R. E._ Fiber composition of 
roofing ‘felts 
Lubrication 


light and power 


Microscopical analysis of 


McADAMS, W. H. See Lewis, W. K. 
McGEE, T. A. Powdered fuel combustion 
Machine direction, determining (official)... 
Machine, power requirements 

Machine drive 


types 
Machine glazed paper 
Machine wire, fiber deposition on 
McNAUGHTON, W. G. Fiber composition 
and paper durability 
Mail pouches, waste, for papermaking 
Manila rope waste for papermaking 
Maple, pulp yield per cord 
a pulp from 
wood, specific gravity 
MASON, W.H. Pulp and board from steam 
exploded wood 
Masonite process 
— STANTON W. Pumping sulphite 
pulp 
Meat, wrapping paper for 
Mechanical handling 
Mechanical pulp 
decay in 
manufacturing costs 
quality and power consumption 
waste in 
Mechanical pulp committee, 
Meter, steam 
MEYER, A. F. Comparison of grinders... 
Microscope 
MILNE, S. 
MINOR, JESSIE E. Deterioration of rag 
and sulphite papers 


Moisture, paper, determination in (official). 
_ Paper, effect on 

Moisture-resistant 

Monosulphite process 


paper 


MORRISON, H. A. Drum filters 
Motors, multiple shunt 
MUZZELL, P. C. Meters for paper mills. 276 


News print, history 
industry, production control in 
Nitrates, wood pulping with 
Nitric acid, spruce wood, digestion of 
wood, digestion of 
Nitrocellulose, sulphite pulp for 
Nitrogen, paper, determination in 
Nordstrom process 


Oiled paper 
Ornamental paper 
Oxygen, action on alkali cellulose 
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P 


Paper, abrasion, resistance to, 
absorption, testing of 
animal size, determination of 
articles, hollow, machine for 
ash, determination of (official) 
board 

manufacture 
casein, determination of (official) s 
coated, glue-bound, effect of formald 
hyde 
coated, water resistance 
coating 
color, testing 
composition and durability 
crinkling 


testing... 


defibering 
deinking 
drier, pyrometer for 
drying 
See also drying. 
durability 
electrical properties 
elongation in water, testing 
fibrillose margins 
fireproofing 
fruit eae. study of 
grades of 
gumming machine 
hardening 
impregnating 
SE EE occu Secs aeecanscss f A357 
eighteenth century progress 
French 
Russian 
progress 
iron, determination of 
latex 
machine, losses On ......--.+++eeeee00e ! 
origin 
wastc 
machine direction, determination 
making, effect of hydration 
making materials, banana tree waste... 
esparto grass 
manila rope waste 
mailpouches, 
rice hulls 
Stipa ichu grass 
water hyacinth 
microscopical analysis 
mill, electrical equipment 
electrification 
machinery, power requirements 
report 
standard report 
mineral coated, water resistance of 
moistening devices 
moisture, determination of (official) .... 
effect of 
indicator 
nitrogenous matter, determination of 
packing costs 
parchmentizing 
penetrability, testing of 
perfumed 
pine waste as raw material 
pitch in 
roll, head, applying, to 
packing 
plug for 
rosin, determination of 
seasoning machine 
selection 
selection 
sizing, bibliography 
measurement of 
sizing and coloring 
slitter 
core spacing 
standard, control 
starch, determining 
test f 
statistics 
stretch properties 
stretchable 
surface microscopy 
surface pick test 
tearing strength, determination of 
testing methods, official 
testing, Rejté6 machine 
thickness, apparatus for indicating 
determination (official) 
different 
threading through drier 
waterproofing 
wet rub tester 
yellowing, testing of 
Parchment paper 
liner for tin cans 
substitute 
Patents, U. S. 
Penescope 
Penetration tester 
PETERSON, C. E. See Bray, M. W. 
Photographic paper, sensitizing 
Photometer, Ives tint 
Ostwald penumbra 
Photometry 
Phosphoric acid in lignin isolation 
in wood digestion 
Pine oil, fatty acids of 
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Pine waste, extractiun 
pulping 
resin content 
utilization. : 
Pine wood, use in sulphite process 
Piping, Identification of 
Pitch, dispersion, rate of 
paper, role in .. 
physical properties 
Plant fibers, ageing 
Plater drive . 
Port Alfred Pulp and Paper Co. Mill 
Powdered fuel, combustion 
Power plants, problems of 
Presd wood 
Printing Paper ...-... 
Proteins, determination in paper ... 
Pulp, baled shredded, moistute testing 
beaten, strength of 
beating test 
bleaching 
bleaching apparatus 
board F 
chip length and yield 
color, testing of 
drying : 
flax straw, analysis 
freeness testing 
initial strength, determining 
mechanical, quality and grindstone 
pumping through pipes 
screen ‘ 
sampling and testing 
statistics ; 
strength testing 
unbeaten, strength 
wood history . 
Pulping process, Fish 
Ramar 
Pulpstones, requirements of 
artificial 
Pump, centrifugal, non-clogging 
paper mill 
rotary : 
Pyrometers for paper driers 


R 


Rag paper, deterioration 
Rags, dusting device 
paper from 
Ramar pulping process 
Ranarex CO, recorder 
Ream weight, determination (official) 
Refiner 
groundwood screening 
Weiner 
Rejté paper testing machine 
Research in beating 
Resin, black liquor, recovery from 
Resinous woods, pulp from 
Rewasher, drum filter as 
RHOADES, JOSEPH, Belts 
Rice hulls as papermaking material 
Rod mill 
Roll caliper 
Rolls. felt covered 
fiber laying on 
impression, metal covered 
laying 
rubber covered 
winder 
Roofing felt ° 
fiber composition, determination of 
industry, operating economy 
waterproof 
Roofing Materials 
coating 
corrugating 
oofing paper, looping systems for 
Rosin, determination in paper (official) 
Rosin oil soap, sulphite by-product 
Rosin sizing, glue in 
Rubber rolls 


Safety paper 
Salt cake, quality 
specifications 

SAMUELSON, S. Decay in groundwood .. 
Sand filter, Hardinge 

Sand paper 
Sand trap 
Satin white 


Saturating felt, fiber composition 
dave alls 


AS58, P58, P334 
89 


A268, A289 
J. Groundwood control .. 111 

SCHAFER, EARL R., BRAY, M. W., and 

PETERSON, C. E. Pulping flax straw 

with chlorine 121 
SCHMIDT, NIELSON S. Kinetics of sul- 

phite and soda cooking processes 260 
SCHWALBE, C. G. Determination of cop- 

per no, 
Screenings, groundwood, refiner 
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SCRIBNER, B. W. Paper testing commit- 
COO wcccccee 
Sectional drive, speed gear for 
Semi-chemical process 
Sensitized paper, reeling 
Settling tester, lime 
SHAW, B., and BICKING, G. W. 
Pa making from rags 
anila rope waste for paper manufac- 
ture 
Waste mail 
material 
Sheet wadding, membraneous 
Size 
Sizing, aluminium resinate in glue as beater 
sizing 
penescope in testing of 
Slush stock, handling oe, 
Soda, determination by elec. conductivity .... 
Soda process, kinetics of 
Soda pulp from birches 
chip length and 
hardwood, bleach requirements 
from maples 
Sodium chloride, wood pulping with ... 
Sodium silicate, use in papermaking 
Sodium sulphate, wood pulping with 
SPAWN, J. NORMAN, Training the worker 
Speed gear, hydraulic variable 
Speed reducers, types 
Speed reduction, methods 
SPENCE, GEORGE K., Stuff preparation . 
Spruce wood, digestion with nitric acid 
STAEGE, S. A. Drive for board machines 
and SMITH, C. A. Power require- 
ments of paper mill machinery 
Stains 
Standards testing methods committee, report 
Starch, determination in paper 
sizing, glue in 
STARKIE, W. J. Felts 
STAUD, C. ee and GRAY, H. LeB. Deter- 
mination of copper no. 
Steam boiler, 
electrical evolution 
Steam, high pressure 
sulphite process, consumption in 
Steam plant reports ..........- oeeseae ‘ 
Steam Turbine 
Steel, non-rustin 
STEL, H. W. Neen cuctinn steel .. 
STEMMLER, E. F. Rod mill ... 
Stencil sheet eer 
STEVENS, R. H. Committee on s 


pulp 
Stipa ichu grass for papermaking 
Stock, automatic mixer 
concentration, control of 
hydration 
inlet 
saving ‘ 
Straw, determination of lignin in 
Straw board, machine for 
manufacture 
Straw paper, corrugated 
Stream pollution, control 
Strength test, influence of drying 
Suction box, roller 
Suction cylinder 
Suction roll, operation 
ARCOM 5, os cancdusedcveee wd 92. 
Sulphate process, pine waste in 
Sulphate pulp, paper from 
tests of 
Sulphates, wood pulping with 
Sulphate cooking liquor 
alkalies as basis for 
analysis 
preparation from recovered waste liquor P287 
testing Al 
Sulphite cooking report 
Sulphite paper, deterioration . 
Sulphite process, catalysts in . 
chemistry of 


liquor circulating system 

pine wood in 

steam consumption 

Temperature schedule in 

water consumption in 
Sulphite pulp, bleaching 

fiber length 

fluorescence 

inventor 

manufacturing costs 

nitrocellulose, material for 

phloroglucinol reaction 

preliminary cooking 

strength testing 

testing 

washing 0 
Sulphite waste liquor, alcohol from 299, P334 

bactericidal and fungicidal compd. ...... P179 

carbonization 

composition 

disinfectant from 

evaporation 

fluorescence 

fuel value . 

magnesium containing 
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non-delinquescent solid from 
sulphur compounds from 
tanning materials from 
utilization 

Sulphur burner 

Sulphur dioxide, recovery 

Sulphuric acid, action on cellulose 

Supercalender drive 

Surface sizing, glue in 

Surface texture, determbination of 


= 


Table rolls, ball bearings for 
mounting 
Tallol. See pine oil 
Tanning materials from sulphite waste liquor 
P179, P246, 299, 332 
TATLEY, L. D, Air in paper machine driers 202 
Tearing strength of paper, determination ... 4 
Tearing tester, Elmendorf 
Terry turbine 
Testing laboratories, paper 
TEXTOR, C. K., and HOFFMAN, W. F. 
Soda estimation by elec. conductivity .... 
Thickness, caliper control 
Tracing cloth 
Tracing paper 279 
Trisodium phosphate, digestion of wood with P287 


Uehling CO, recorder 


Vegetable glue, manufacture 
Ventilation fs 
Vocational education 


WALKER, GEORGE K. Groundwood pulp 
Wall board, machine for 
Wall paper 
color blended 
Washing tank 
Waste paper, deinking 
Water consumption in sulphite process 
Water, waste, filter for 
Water hyacinth for papermaking 
Waterproof board 
Waterproof paper 
Waxed paper, X-ray study 
Web, couch roll, transfer to 
WEBSTER, HOSEA. Economics of high 
pressure steam 
WEST, C. J. Abstracts and bibliography . 
U. S. Patents for 1926 
U. S. Patents for 1927 
and Papineau-Couture, A. Bibliography 
of papermaking for 1926 
and Scribner, B, W. National Bureau 
of Standards publications 1926 .. 
Wet-rub tester 
White print paper 
WILLIAMS, F. M. New freeness tester .. 
WILLIAMSON, HARRY.  Papermachine 
operation and stock hydration 
= extraction of cellulose by sulphuric 
aci 
phosphoric acid, digesting with 
preliminary treatment 
preparation, control of 
sampling and testing 
Woodpulp, explosion process 
Worker, training of 
Wrapping paper, antiseptic 
glue sizing for 
meat 
Writing paper, glue sizing of 


x 


X-Rays, application to industry 
general properties 


Yankee machine, drying paper on 


“Zellen filter” 





